
THICKNESS 

ROLL WIDTH

ROLL LENGTH

CO-VULCANIZED MULTILAYER

COLOR RANGE

SPECIFICATION

SURFACE LAYER BASE LAYER
OSSTRAX

8mm, 10mm, 13mm 

90cm to 140cm

6M to 15M

36"~ 4'7"

19’8” to 49’2.6”

PX-23 PX-28

SPIKE RESISTANT ATHLETIC TRACK SURFACE

3 4

D U R A B I L I T Y  •  S A F E  •  P E R F O R M A N C E

MOLDED AND VULCANIZED RUBBER LAYER

RESISTANCE TO SPIKE
RESISTANCE TO UV
VERTICAL DEFORMATION <2.0mm

WA CERTIFIED SURFACE PRODUCT (13mm)

FOR OUTDOOR AND INDOOR USE.

GREENGUARD GOLD CERTIFICATION

CONFORM TO EN14877 STANDARD

OSSTRAX PX-33 PX-42

Red Sky blue Navy blue Light green Lake green Light grey Deep grey Yellow



PERFORMANCE

OUTSTANDING 
DURABILITY 
Vulcanized rubber makes 
a strong material even stronger 

EMBOSSED TEXTURE SURFACES 
Granule-free, uniform texture 

EASY TO MAINTAIN 
Non-porous surface 
No coating, no granules fall 

OSSTRAX
DURABLE . FAST. CLIMATE NEUTRAL
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